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EMERQENCY TELEPHONE 312-391-9000

prooucTelass  Solvent : MANUFACTURERS CODE IDENTIFICATION
TRADE NAME 020-722
MMS 405
e — — — —
Section Il - HAZARDOUS lNGREDIENTS
INGREDIENT PERCENT Tw LEL anfo?truz
paM mg/ s
@20°C,mm
?-nitro propane: _ 50 25 90 2.6 12.7
.oluene - Skin 100 375 1.2 35
n-Propanol - Skin 200 500 2.1 32
Cyclohexanone 50 200 1.1 3.4
Methyl Ethyl Ketone 200 590 1.8 70
;XSCLO’:BURE is AU'THCRiiED. ;
*See attached reference to 2-nitropropang
(NiPar S-20) ' NA = Nod Appligdable
| m —— — —— |
Section Il — PHYSICAL DATA ' , -
BOILING RANGE 176~ 313°F. VAPOR DENSITY | ‘Ziwem«en. —ﬁusmsn.mmun
80-157°C. i '
EVAPORATION RATE FASTER .SLOWER THAN ETHER ;$%izL?LATILE 100 gft?g;PER 7. 6 lbs .
— — — ——— = ——
Section IV — FIRE AND EXPLOSION HAZARD DATA
porcareaory Red Label-Flammable Liquid ruaskroint 22C0F, teL See II
~ d
OSHA -Flammable - Class 1B . g0, (Closed cup)

extinauiskina Mepia Use National Fire Protection Association Class B extinguishers
(Carbon dioxide, dry chemical or foam)

JUALFIREAND ExPLOSION HAZARDS Keep containers tightly. closed. Isolate from heat,
electrical equipment, sparks and open flame. Closed containers may explecde
when exposed to extreme heat. Do not apply to hot surfaces.

SPECIAL FInE MOWTING PrOCEOURES WA LEX SPray may be ineffective. Water may be used to ccol
closed containers to prevent pressure build-up and possible auto ignition or
explosion when exposed to extreme heat. If water is used fog nozzles are
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